CITY OF PERRIS, CALIFORNIA
CITRUS AND REDLANDS CONNECTIVITY PROJECT
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. ALL WORK TO BE PERFORMED PER CITY OF PERRIS, RIVERSIDE COUNTY TRANSPORTATION DEPARTMENT

(R.C.T.D.), RIVERSIDE COUNTY FLOOD CONTROL & WATER CONSERVATION DISTRICT (R.C.F.C. & W.C.D.), EASTERN
MUNICIPAL WATER DISTRICT (E.M.W.D.), STANDARD PLANS FOR PUBLIC WORK CONSTRUCTION (SPPWC)
"GREENBOOK”, CALTRANS AND THE CALIFORNIA M.U.T.C.D. (LATEST EDITION) AS APPLICABLE.

NOTIFY CITY ENGINEER, CITY OF PERRIS, AT (951) 956—2120, AT LEAST 24 HOURS PRIOR TO START
OF CONSTRUCTION.

PRIOR TO BIDDING, CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIM/HERSELF WITH THE WORK AND JOB

SITE. ALL PROPOSED WORK (PRIVATE AND PUBLIC RIGHT OF WAY) IS INCLUDED IN THIS CONTRACT AS SHOWN
OR NOTED ON THESE PLANS AND SPECIFICATIONS. CONTRACTOR SHALL NOTIFY THE CITY OF PERRIS OF ANY
DISCREPANCIES OR CLARIFICATIONS PRIOR TO BIDDING. NO CHANGE ORDER PROPOSED BY THE CONTRACTOR
OF ITEMS SHOWN ON PLANS WILL BE ACCEPTABLE AFTER PROJECT IS AWARDED OR DURING CONSTRUCTION.

THE CONTRACTOR SHALL APPLY TO, AND BE ISSUED A NO FEE ENCROACHMENT PERMIT BY THE CITY OF PERRIS

ENGINEERING DEPARTMENT (24 S. "D” ST., SUITE 100, PERRIS CA. 92570) BEFORE

BEGINNING ANY WORK WITHIN AN EXISTING, CITY MAINTAINED PUBLIC STREET AND FOR UTILITY WORK WITHIN
OFFERS OF DEDICATION FOR PUBLIC USE. THE CONTRACTOR SHALL INCLUDE THE TRAFFIC CONTROL WITH THE
APPLICATION (SEE NOTE 10).

IT IS THE CONTRACTOR’S RESPONSIBILITY TO CONTACT UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA

AND ALL UTILITY PURVEYORS TO LOCATE UNDERGROUND FACILITIES. CONTRACTOR IS RESPONSIBLE TO
COORDINATE ALL THE WORK AND SCHEDULE APPROPRIATELY FOR PROTECTION, ADJUSTMENTS AND/OR
RELOCATIONS OF UTILITIES. NO ADDITIONAL TIME WILL BE GRANTED TO CONTRACTOR FOR UTILITY WORK.

ANY STOCKPILE OR STORAGE YARD ON PRIVATE PROPERTY MUST HAVE CITY’'S AND OWNERS APPROVAL. NO
STOCKPILES OR STORAGE YARDS WILL BE ALLOWED IN PUBLIC RIGHT OF WAY.

THE CITY INSPECTOR SHALL APPROVE ALL CONCRETE REMOVALS PRIOR TO CONSTRUCTION. ALL CONCRETE
WILL BE SAW-CUT WHERE REQUIRED PRIOR TO BEING REMOVED.

CONTRACTOR SHALL VERIFY THE EXISTENCE OF EXISTING SURVEY MONUMENTS AND PROTECT THEM IN PLACE.
ANY SURVEY MONUMENTS REQUIRING REMOVAL AND/OR DAMAGED DURING CONSTRUCTION WILL HAVE TO BE
RESET PRIOR TO PROJECT COMPLETION BY A QUALIFIED REGISTERED SURVEYOR, AND A CORNER RECORD
FILED WITH COUNTY SURVEYOR.

. IT IS THE CONTRACTOR’S RESPONSIBILITY TO PROTECT THE NEW WORK FROM VANDALISM UNTIL THE

IMPROVEMENTS HAVE BEEN ACCEPTED BY THE CITY AND A NOTICE OF COMPLETION HAS BEEN FILED.

CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL IN COMPLIANCE WITH THE CALIFORNIA M.U.T.C.D. (LATEST
EDITION). PLANS TO BE SIGNED AND STAMPED BY A LICENSED TRAFFIC ENGINEER. TRAFFIC ENGINEER SHALL
INSPECT THE TRAFFIC CONTROL AND VERIFY IN THE FIELD THAT IS ADEQUATE TO PRESERVE THE PUBLIC
SAFETY. ALL AT CONTRACTOR'S EXPENSE.

CONTRACTOR IS REQUIRED TO INSTALL BLUE REFLECTIVE PAVEMENT MARKERS AT ALL FIRE HYDRANT
LOCATIONS IN THE WORK AREA IN COMPLIANCE WITH RIVERSIDE COUNTY FIRE DEPARTMENT'S

CONTRACTOR IS REQUIRED TO LOCATE AND ADJUST TO GRADE ALL EXISTING MANHOLES, METERS, AND VALVE
COVERS FOR WATER, SEWER. IN ADDITION, CONTRACTOR TO CONTACT AND COORDINATE WITH UTILITY
PURVEYORS FOR TELEPHONE, ELECTRIC, CABLE TV AND OTHER UTILITY FACILITIES ADJUSTMENTS AS NEEDED.
CONTRACTOR SHALL KEEP THE CITY REPRESENTATIVE INFORMED OF ALL CORRESPONDENCE WITH UTILITY
PURVEYOR.

ALL DIMENSIONS ARE APPROXIMATE. CONTRACTOR TO VERIFY IN THE FIELD. ALSO, IF DURING STAKING THERE
ARE ANY DISCREPANCIES OF THE PROPOSED ELEVATIONS SHOWN ON PLANS, CONTRACTOR OR SURVEYOR
SHALL NOTIFY PROJECT ENGINEER FOR CLARIFICATION AND/OR CORRECTION.

THE CONTRACTOR IS REQUIRED TO REMOVE, BY AN APPROVED METHOD, ALL CONFLICTING STRIPING AND
LEGENDS WHETHER CALLED—OUT OR NOT ON THE STRIPING PLANS.

CONTRACTOR SHALL REPLACE ALL NON—CONFLICTING STRIPING, LEGENDS, AND SIGNS IF THEY ARE DAMAGED
BY CONSTRUCTION ACTIVITIES AT NO EXTRA COST TO THE CITY.

ALL STRIPING & LEGENDS SHALL BE REPLACED IN ACCORDANCE WITH THE STRIPING PLANS HEREIN. ALL
STRIPING AND ALL MARKINGS (INCLUDING CROSSWALKS) TO BE THERMOPLASTIC.

STRIPING TO BE PAINT (2 COATS
ALL MARKINGS ON ASPHALT TO BE THERMOPLASTIC AND ALL MARKINGS ON CONCRETE TO BE PAINT.

ALL STRIPING AND PAVEMENT MARKINGS TO BE PER CALTRANS AND THE CALIFORNIA M.U.T.C.D. (LATEST
EDITION).

EXISTING PUBLIC STREETS, SHALL REMAIN OPEN TO THE PUBLIC DURING CONSTRUCTION AND SHALL BE MAINTAINED BY
THE CONTRACTOR, UNLESS OTHERWISE PROVIDED IN THE PLANS AND SPECIFICATIONS. PUBLIC INCONVENIENCE WILL BE
MINIMIZED AT ALL TIMES AND SUCH STREETS SHALL BE LEFT FREE OF DIRT AND DEBRIS AT THE END OF EACH WORKING
DAY UNLESS PERMISSION IS OTHERWISE GRANTED BY THE CITY ENGINEER.

THE CONTRACTOR SHALL COMPLETE ALL GRADING, INCLUDING OVER EXCAVATION, IMPORT, AND EXPORT OF
MATERIALS IN ACCORDANCE WITH THE RIVERSIDE COUNTY STANDARD SPECIFICATIONS. NINETY FIVE PERCENT
(95%) RELATIVE COMPACTION OF THE BASE AND NINETY PERCENT (90%) RELATIVE COMPACTION OF ALL SUB
GRADE PLACED IS REQUIRED PER TESTING PROCEDURES REQUIRED IN THE SPECIFICATIONS. CONTRACTOR
SHALL BE RESPONSIBLE TO PROVIDE CLEAN FILL IF REQUIRED OR TO EXPORT AND TO CONSTRUCT THE ROAD
AS SHOWN HEREIN.

OVERLAY JOINTS AND NEW PAVEMENT JOINTS SHALL BE CONSTRUCTED IN A MANNER TO MATCH NEW AND
EXISTING PAVEMENT AND TO PROVIDE A SMOOTH TRANSITION. CRACK SEALING IS REQUIRED FOR ALL STREET
SEGMENTS.

THE CONTRACTOR IS RESPONSIBLE FOR CLEARING AND GRUBBING THE PROPOSED WORK AREA AND DISPOSAL
OF EXCESS OR UNDESIRABLE MATERIAL.

ANY PROPOSED DEVIATION FROM THESE PLANS BY THE CONTRACTOR MUST MEET CITY’S APPROVAL. THE
CONTRACTOR IS RESPONSIBLE TO REIMBURSE THE CITY FOR ANY RELATED COST TO THE CITY ASSOCIATED
WITH SUCH CHANGE. IN THIS EVENT, NO INCREASE IN CONTRACTOR'S COST WILL BE APPROVED.

APPLY WEED KILL TO ALL EXISTING WEEDS BETWEEN 1-3 WEEKS PRIOR TO CONSTRUCTION. ALL WEEDS
SHALL BE REMOVED FROM ALL EXISTING PAVEMENT, MEDIANS, CURB AND GUTTER, SIDEWALK (BETWEEN CURB
AND SIDEWALK) AND WHEREVER IMPROVEMENTS ARE PROPOSED.
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DIAL TOLL FREE
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UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA
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PRIVATE ENGINEERING NOTE:

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY
ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE
REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE
CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE PROJECT,
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIRE-
MENT SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT TO BE LIMITED
TO NORMAL WORKING HOURS, AND CONSTRUCTION CONTRACTOR FURTHER
AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS
FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE
PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY ARISING
FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

UNDERGROUND STRUCTURES

AT THE TIME OF THE PREPARATION OF THESE PLANS EXISTING UTILITY RECORDS WERE

STILL BEING INVESTIGATED. THE CONTRACTOR SHALL CHECK WITH THE ENGINEER FOR ANY
ADDITIONAL UTILITY RECORD DRAWINGS THEY MAY HAVE. THE CONTRACTOR BY ACCEPTING
THESE PLANS OR PROCEEDING WITH IMPROVEMENTS PURSUANT THERE TO ASSUME LIABILITY
AND TO HOLD UNDERSIGNED HARMLESS FOR ANY DAMAGE RESULTING FROM THE EXISTENCE
OF UNDERGROUND UTILITIES OR STRUCTURES NOT REPORTED TO THE UNDERSIGNED NOT
INDICATED ON THE PUBLIC RECORDS EXAMINED. LOCATED AT VARIANCE WITH THAT REPORTED
OR SHOWN ON RECORDS EXAMINED THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY
MEASURES TO PROTECT THE UTILITIES OR STRUCTURES SHOWN AND ANY OTHER UTILITIES OR
STRUCTURES FOUND AT THE SITE. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO
NOTIFY THE OWNERS OF THE UTILITIES OR STRUCTURES CONCERNED BEFORE STARTING WORK.
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1] CONSTRUCTION NOTES: QUANTITIES
5 (1) PROTECT IN PLACE.
¢ (2) SAWCUT EXISTING PAVEMENT/CONCRETE FOR A SMOOTH_JOINT.
: EXACT LOCATION OF SAWCUT TO BE DETERMINED IN THE FIELD. 1107 LF
: (3) REMOVE AND DISPOSE EXISTING PAVEMENT AND BASE. 853 SF (£16 CY)
”\%% ) (4) REMOVE AND DISPOSE EXISTING CONCRETE (SIDEWALK, CROSS GUTTER,
BE g SPANDREL, CURB & GUTTER) AND DISPOSE. 9977 SF (2185 CY)
' : (5) TO BE RELOCATED. (STREET SIGN POST) 2 EA
o . (6) CONSTRUCT TYPE "D” CURB (10" C.F. MODIFIED) PER CO. OF R. STD. 204. 37 LF
[F'EE (7) CONSTRUCT TYPE "D" CURB (6" C.F.) PER CO. OF RN. STD. 204. 75 LF
: CONSTRUCT SIDEWALK PER CO. OF RIV. STD. 401. 3165 SF
e it (9) CONSTRUCT CURB RAMP CASE A PER CO. OF RIV. STD. 403. 5 EA (2345 SF)
CONSTRUCT CURB RAMP CASE C PER CALTRANS STD. PLAN A88A. 3 EA (577 SF)
(1) CONSTRUCT CROSS GUTTER & SPANDREL PER CO. OF RIV. STD. 209. 2 EA (1334 SF)
(12) CONSTRUCT RESIDENTIAL DRIVEWAY PER CO. OF RIV. STD. 207. 1 EA (233 SF)
(i3) SLOT PAVE 1' WIDE X 6" ASPHALT OVER COMPACTED BASE. 759 LF (759 SF)
CONSTRUCT TYPE "A—8" CURB & GUTTER PER CO. OF RIV. STD. 201. 67 LF
() REPLACE/RELOCATE EXIST. IRRIGATION SYSTEM DISTURBED BY THIS CONSTRUCTION.__ 1 EA
REMOVE & DISPOSE. (2 SMALL TREES & 25 LF CHAIN—LINK FENCE) LS
(17) CONSTRUCT CURB RAMP PER CO. OF RIV. STD. 403, CASE A (MODIFIED 2 RAMPS).___ 3 EA (2752 SF)
CONSTRUCT SPANDREL PER CO. OF RIV. STD. 209. 4 EA
PAVE 2’ WIDE X 6" ASPHALT OVER COMPACTED BASE. 119 LF (238 SF)
ADJUST TO GRADE (1 MANHOLE & 1 WATER VALVE COVER) 2 EA
(2) COLD PLANE 2" ASPHALT 8270 SF
(22) CONSTRUCT 2" ASPHALT CONCRETE (PG70—10, C2) 103 TONS (8270 SF)
(23) CONSTRUCT 6' HIGH CHAIN LINK FENCE & 14’ WIDE GATE. 25 LF
CONSTRUCT 2" ASPHALT CONCRETE (PG70—10, C2) OVER COMPACTED NATIVE. 4 TONS (258 SF)
(25) FURNISH AND INSTALL SOLAR—POWERED LED DOUBLE—SIDED 3 EA.
R.R.F.B. SYSTEM ONA TYPE 15-FBS POLE
SIGNING & STRIPING LUMP SUM
SHEET NO.
CITY OF PERRIS I CITY OF PERRIS, CALIFORNIA
ENGINEERING DEPARTMENT  , 25™.2%05570 CITRUS AND REDLANDS 1
(051) 986-2120 CONNECTIVITY PROJECT OF 5 SHEETS
SCALE a5 srown BENCHMARK: TITLE SHEET e .
SEE SHEET 3 ' REDLANDS X_WALK
DATE  JAN 2026 FOR  CITY OF PERRIS W.0. s159 03272026

STREET_CITRUS_REDLANDS X_WALK_03272026



STRIPING CONSTRUCTION NOTES:

SANDBLAST CONFLICTING STRIPING
REMOVE EXISTING TRAFFIC SIGN

x]
<

INSTALL TRAFFIC SIGN, PER CALTRANS STANDARDS.

INSTALL THERMOPLASTIC PAVEMENT MARKING PER CALTRANS STANDARDS.

REFRESH EXISTING STRIPING. STRIPING TO BE PAINT (2 COATS)

INSTALL 12" WHITE THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B")

INSTALL 12" YELLOW THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B”)

PAINT (2 COATS) 12" YELLOW THERMOPLASTIC CHEVRON STRIPE @ 45 & 10’ O.C.

PAINT (2 COATS) 6" DOUBLE YELLOW THERMOPLASTIC LANELINE STRIPE — DETAIL 22.

PAINT (2 COATS) 6" SOLID WHITE THERMOPLASTIC "RIGHT EDGELINE” — DETAIL 27B.

PAINT (2 COATS) 6" DOUBLE YELLOW THERMOPLASTIC MEDIAN ISLAND STRIPE — DETAIL 29.

PAINT (2 COATS) 8" SOLID WHITE THERMOPLASTIC CHANNELIZING STRIPE — DETAIL 38.

@|®®|®EeREHEE R E

INSTALL RAISED PAVEMENT MARKERS, PAINT MEDIAN NOSE AND
INSTALL SIGNAGE PER DETAIL ON SHEET 2.

N

FURNISH AND INSTALL SOLAR—P
15—FBS POLE (18’ MAX.) WITH CONTROLL
POLE LOCATION AS SHOWN OR DIREC

INSTALL WIRING AND EQUIPMENT

LADDER
CROSSWALK
DETAIL "B"

NTS

R4—7

OWERED LED DOUBLE-SIDED R.R.F.B. SYSTEM ON A TYPE
ER, BATTERIES AND SOLAR PANEL PER DETAIL "A".

TED BY THE CITY ENGINEER. FURNISH AND

STRIPING TO BE
COATS
EXIST. CURB—

AS REQUIRED FOR INTENDED OPERATION.
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RAISE MEDIAN NOSE DETAIL
TYPE "D” TWO—WAY YELLOW REFLECTIVE MARKER (HIGH INTENSITY)

NOTES:

1. PAINT MEDIAN NOSE WITH HIGHLY REFLECTIVE PREMIXED
YELLOW TRAFFIC PAINT WITH GLASS BEADS.

2. INSTALL R4—7 AND TYPE N SIGNS ON TELESPAR POST.

3. INSTALL YELLOW REFLECTIVE PAVEMENT MARKERS ON TOP
SURFACE OF MEDIAN CURB NOSE AT 2 ON CENTER SPACING
MINIMUM 5 MARKERS). PLACE SURFACE MARKERS REFLECTIVE
URFACE FACING ON COMING TRAFFIC.

RAISED MEDIAN PAVEMENT MARKER AND SIGNAGE
INSTALLATION DETAIL
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CONSTRUCTION NOTES:

SIGN MOUNTING PER CALTRANS
STANDARD PLAN RS4

S1-1 (FYG) SIGN (BOTH SIDES)
36" X 36

18" MAX.

W16-7P SIGN
(BOTH SIDES) (24"x12") —__|

®
@
®
®
R.R.F.B. (BOTH SIDES) @
®
®
©

(&

/ R10-25 SIGN (9" 1 2”)*\

wwwww

©

7'=0" MIN.

3.5'
e

/ gkILPTR%SSE SI;EEDARD PLAN ES—6F
\FOUNDATION PER _/
CALTRANS STANDARD

PLANS ES-7J AND
ES—7N, DETAIL A

6.5

25 25

*SEE CALTRANS STD. PLAN ES—7A FOR INSTALLATION ON PPB POST

DETAIL "A"
TYPE 15-FBS STEEL PEDESTRIAN POLE (18' MAX.)

NOT TO SCALE

DIG ALERT

DIAL TOLL FREE

“ 811
AT LEAST TWO DAYS

BEFORE YOU DIG

UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA

EXACT LOCATION OF SAWCU
REMOVE AND DISPOSE EXISTING PAVEMENT AND BASE.

REMOVE AND DISPOSE EXISTING CONCRETE (SIDEWALK, CROSS GUTTER,
SPANDREL, CURB & GUTTER) AND DISPOSE.

TO BE RELOCATED.
CONSTRUCT TYPE "D” CURB (8" C.F.) PER CO. OF RIV. STD. 204.
CONSTRUCT SIDEWALK PER CO. OF RIV. STD. 401.
CONSTRUCT CURB RAMP CASE A PER CO. OF RIV. STD. 403.
CONSTRUCT CURB RAMP CASE C PER CALTRANS STD. PLAN A88A.
@ SLOT PAVE 1° WIDE X 6" ASPHALT OVER COMPACTED BASE.
= @ REPLACE/RELOCATE EXIST. IRRIGATION SYSTEM DISTURBED BY THIS CONSTRUCTION.
’ REMOVE & DISPOSE.
@ CONSTRUCT CURB RAMP PER CO. OF RIV. STD. 403, CASE A (MODIFIED 2 RAMPS).
’ CONSTRUCT SPANDREL PER CO. OF RIV. STD. 209.

PROTECT IN PLACE.

SAWCUT EXISTING PAVEMENT/CONCRETE FOR A SMOOTH JOINT.
TO BE DETERMINED IN THE FIELD.

INSTALL R4-7 SIGN PER CALTRAN STANDARDS

MY B |

i —

PLACENTIA

LISBON ST. REDLANDS AVE. AVE.

116.5 9 ¥ .9 |5

SCALE: 1" =40’

EXIST. SMALL TREES(g
2 EACH ~
\ A\ /@@D«ST. IRRIGATION & VALVE BOX
N

N %0} (CON
7 %@\ \ e i

(CONC)

T

=N

SCALE

20 0

DATE | BY |MARK

APPR.| DATE

ENGINEER

REVISIONS

CiTy

DESIGNED BY: R.G.L.

DRAWN BY: R.G.L.

CHECKED BY: B.B.

- F
Sl o)1 ;

|
i L/-EXIST. C. & G.

i

B

1”=20’

0 LISBON ST.

/*EXIST. C & G.

REDLANDS AVE.

SCALE: 1" = 20'

APPROVED BY: DATE:_01/15/2026 CITY OF PERRIS, CALIFORNIA SHEET NO.
/ % CITY OF PERRIS 24 S. "D” ST. ’
Han? e ENGINEERING DEPARTMENT 58" A%02570 REDLANDS AVE. & LISBON ST. 2
(951) 956-2120 STREET & STRIPING IMPROVEMENTS | . s s
SCALE AS SHOWN BENCHMARK: 7 leﬁlfT_i‘\I/Si;US_
DATE  JAN 2026 A FOR  CITY OF PERRIS W.0. s159 R szraos

STREET_CITRUS_REDLANDS X_WALK_03272026



CONTROLLER BOX
/ \

SIGN MOUNTING PER CALTRANS
STANDARD PLAN RS4

S1-1 (FYG) SIGN (BOTH SIDES)
36" X 36

R.R.F.B. (BOTH SIDES)

W16-7P SIGN
(BOTH SIDES) (24'x12") —__|

18" MAX.

STRIPING CONSTRUCTION NOTES:

LADDER

CROSSWALK
DETAIL "B*

SANDBLAST CONFLICTING STRIPING
REMOVE EXISTING TRAFFIC SIGN

E
<

NTS

INSTALL TRAFFIC SIGN, PER CALTRANS STANDARDS.

INSTALL THERMOPLASTIC PAVEMENT MARKING PER CALTRANS STANDARDS.

REFRESH EXISTING STRIPING. STRIPING TO BE PAINT (2 COATS)

INSTALL 12" WHITE THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B")

INSTALL 12" YELLOW THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B")

PAINT (2 COATS) 12" YELLOW THERMOPLASTIC CHEVRON STRIPE @ 45° & 10’ O.C.

PAINT (2 COATS) 6" DOUBLE YELLOW THERMOPLASTIC LANELINE STRIPE — DETAIL 22.
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PAINT (2 COATS) 6” SOLID WHITE THERMOPLASTIC "RIGHT EDGELINE” — DETAIL 27B. 102 240
125 S G 17 TS TN, ST D SO D RS, T DL T
/ \ PAINT (2 COATS) 6" DOUBLE YELLOW THERMOPLASTIC MEDIAN ISLAND STRIPE — DETAL 2. POLE LOCATION AS SHOWN OR DIRECTED BY THE CITY ENGINEER. FURNISH AND - "STOP” |PM EXISTING STOP BAR "PED” "XING”
: = PAINT (2 COATS) 8” SOLID WHITE THERMOPLASTIC CHANNELIZING STRIPE — DETAIL 38. INSTALL WIRING AND EQUIPMENT AS REQUIRED FOR INTENDED OPERATION. R1-5a(L)
=z —
2 +—O INSTALL RAISED PAVEMENT MARKERS, PAINT MEDIAN NOSE AND PM|YIELD LINE
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SCALE 17=40’ " " SCALE- 1" = 40°
| . =
TYPE 15-FBS STEEL PEDESTRIAN POLE (18' MAX.)
NOT TO SCALE 40 0 80 120
ot s RUBY DR.
GRADE PROP. ASPHALT CONSTRUCTION NOTES:
2:1 DRIVEWAY GRADE
- o (1) PROTECT IN PLACE.
EXISTING GRADE (2) SAWCUT EXISTING PAVEMENT/CONCRETE FOR A SMOOTH JOINT. 1’ 1
. EXACT LOCATION OF SAWCUT TO BE DETERMINED IN THE FIELD. @ EX. SIGN & FH ——
g .
PROP. 10" TYPE °D’ CURB L () REMOVE AND DISPOSE EXISTING CONCRETE (SIDEWALK, CROSS GUTTER, x 10)
S SPANDREL, CURB & GUTTER) AND DISPOSE. g @
EXISTING SIDEWALK I o (6) CONSTRUCT TYPE "D” CURB (10" C.F. MODIFIED) PER CO. OF RIV. STD. 204, = - 19 | 5
(s’
a§/ CONSTRUCT SIDEWALK PER CO. OF RIV. STD. 401. in izi
N < =
= (9) CONSTRUCT CURB RAMP CASE A PER CO. OF RIV. STD. 403. M -
[7p]
CONSTRUCT CURB RAMP CASE C PER CALTRANS STD. PLAN A8BA. < %
(12) CONSTRUCT RESIDENTIAL DRIVEWAY PER CO. OF RIV. STD. 207. \% op B/
(i3) SLOT PAVE 1" WIDE X 6” ASPHALT OVER COMPACTED BASE. SNTH —= (CONC)
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PROP. CONC. RAMP GRADE CONSTRUCT TYPE "A—8” CURB & GUTTER PER CO. OF RN. STD. 201. (CoNe) 3 WA —
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S 13
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MATCH EXIST. MATCH EXIST.
GRADE - @ 8
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> L
[F]
. X —ny 6’ CHAIN-LINK FENCE
"~ = G.B. 0" CF SCALE 17=20 AND GATE
= 10° CF. 10" CF. MATCH EXIST. GRADE
33.59 TC 3460 TC 3462 TC
32]78 FS 20 0 40 60 -
(3316 TC) WATCH EXST.\_GRADE ™ T ey E— - 1" = 20"
MATCH EXIST, 1 SCALE: 1" =20
MATCH_EXIST.
(1434.55)
SCALE: 1"=10’
BASIS OF BEARINGS:
THE BASIS OF BEARINGS FOR THIS SURVEY IS GRID NORTH, ZONE 6, SEAL APPROVED BY: DATE:_01/15/2026 CITY OF PERRIS CITY OF PERRIS, CALIFORNIA SHEET NO.
NADS83 (1992), EPOCH 1991.35, AS DETERMINED LOCALLY FROM A LINE 24 S. "D” ST.
BETWEEN NGS HORIZONTAL CONTROL DESIGNATION "TANK AZ MK" DIG ALERT .//% ENGINEERING DEPARTMENT SUITE 100 3
AND 40 Y, BEING: N 43737347 E DIAL TOLL FREE CITY ENGINEER ’?g’;’f)’sggg‘_gz,%o MILDRED ST. & RUBY DR.
ALL DISTANCES ON THIS SURVEY ARE GROUND. GRID DISTANCES MAY ) 811 STREET & STRIPING IMPROVEMENTS OF 5 SHEETS
BE OBTAINED BY MULTIPLYING THE GROUND DISTANCE BY THE ' FILE NO.
COMBINED SCALE FACTOR OF 0.99991327. CALCULATIONS ARE MADE Agéggg %3 gj‘GYS DATE | BY |MARK APPR.| DATE SCALE a5 sHown BENCHMARK: STREET CITRUS
AT NGS DESIGNATION "TANK AZ MK" WITH COORDINATES OF: ENGINEER REVISIONS cIrY THE BENCHMARK USED IS PER NGS DATASHEET "PID DX2103", | REDLANDS X WALK
) . g _ : FOR W.o C
N:2,228,844.15, E:6,259,619.71 UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA [ DESIGNED BY- R.G.L. DRAWN BY: ROG.L CHECKED BY: BB DATE  JAN 2026 DESIGNATION "40 Y'  ELEVATION (NAVD 88) = 1496.35 CITY OF PERRIS O 8159 03272026
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ORCHARD DR.

O

ONSTRUCTION NOTES:

X
- gDEW
qon B (1) PROTECT IN PLACE.
(2) SAWCUT EXISTING PAVEMENT/CONCRETE FOR A SMOOTH JOINT.
EXACT LOCATION OF SAWCUT TO BE DETERMINED IN THE FIELD.
(3) REMOVE AND DISPOSE EXISTING PAVEMENT AND BASE.
£ SDEWAK () REMOVE AND DISPOSE EXISTING CONCRETE (SIDEWALK, CROSS GUTTER,
onst. 85 WD) SPANDREL, CURB & GUTTER) AND DISPOSE.
: C
(8 (6 WOE (5) TO BE RELOCATED.
BENCHMARK:
) S ANDOM PROJECT CONTROL CONSTRUCT SIDEWALK PER CO. OF RIN. STD. 401.
FD. SPIKE & WASHER (2) CONSTRUCT CURB RAMP CASE A PER CO. OF RIV. STD. 403.
(M) LS 6054" FLUSH (I1) CONSTRUCT CROSS GUTTER & SPANDREL PER CO. OF RIV. STD. 209.
EXIST C. & G. N:2239193.15 (i3) SLOT PAVE 1" WIDE X 6" ASPHALT OVER COMPACTED BASE.
e CONSTRUCT TYPE "A-8" CURB & GUTTER PER CO. OF RIV. STD. 201.
" o (7) CONSTRUCT CURB RAMP PER CO. OF RIV. STD. 403, CASE A (MODIFIED 2 RAMPS).
EXIST. STOP SIGN FH & = PAVE 2 WIDE X 6" ASPHALT OVER COMPACTED BASE.
. (O}
® (2) @ & = ADJUST TO GRADE
T MAINTAIN 4" CLEARANCE VATCH EXIST. VATCH EXST \ S 2 @) COLD PLANE 2" ASPHALT
& §§ (100.04 TC) (100.02 TC) % (22) CONSTRUCT 2" ASPHALT CONCRETE C2 PG 70-10
E|x s (99.60 FL) (99.56 FL) &5 z
2| << 0l T o
=S = =
nla wiD - QO
2|2 =S 6" CURB >
gl =|o 100.02 TC =
ClE Wl 99.52 FL 2
© X w|g EX. CURB(4) S}
LJ - .
2] b == UTILITY PED 36 LF — u |
=g Zle o:‘g\ o |5 0
” o = ]
Q o 100.02 TC 07600 MY \\cﬁ‘ HE
] 99.46 FL e 1>
6'_SIDEWALK
00 MATCH EXIST. (CONC) P
/ — L 1 T \
o— = | -
- : L=5.15' &) : :
\ EXIST. C. & G. % , Z @ =X. CURB & GUTTER
— B I
8] A |
TN\ 34 LF. < SF gog
| ANYEST. C & G = 7)( SIS 35':§
-2 : 8% Sgg
S ==
3 \ .
|_
16 23 2
2122 % =
® 3 S
PAY ' ’ ik 350 LF |
4y 12 16 \“/ 006 | «
DD — =
o <w
% 8 <[5 =88 A
(A b4 =3 gga?_’, U T
S O
< 5 7 Y
= % 3 - = <
wa &, o : %@EX. CURB & GUTTER o=
V/ 5 . J " SIDEWALK X
- o [=3027 & /\/\ﬂ %ﬁ%H EXIST. T >
/ > A0 YN
M 7 N ‘ »
@ a2l 3\ ®
) ‘
= 6" C.F 0508 7.5 W Q <
— o 99.97 C 502 EX. ST. LIG é o
S 1 99.41 FL { 2
& o
5 ¢ 413
: N 4i7 =
5|2 D 2 =lo
2|2 1 o |
=3 ==
=[S 5)ST. NAME SIGN 20
(100.04 TC) (100.10 TC) /a 3
i © f  (99.49 FL) (99.55 FL) \/@ C I I RU S AVE 4
~ S L] - T ]
@, /\@ B3— © (&)
MATCH EXIST. VT SCALE:-1"=10"'
3 6.5’
SEAL APPROVED BY: DATE:_01/15/2026 CITY OF PERRIS, CALIFORNIA SHEET NO.
om0 DIG ALERT 7 % CITY OF PERRIS 245 D" ST 4
SCALE ‘=10’ . SUITE 100
oL ToLL FREE Ve S ENGINEERING DEPARTMENT  pcin,c” 052570 CITRUS AVE. & ORCHARD DR.
, 371 (951) 956-2120 STREET & DRAINAGE IMPROVEMENTS | o 5 sueers
w 2 0 2 3'0 ' AT LEAST TWO DAYS FILE NO.
BEFORE YOU DIC DATE BY | MARK APPR.| DATE SCALE AS SHOWN BENCHMARK: RANDOM PROJECT CONTROL STREET CITRUS
ENGINFER REVISIONS uy DATE N523919315 B4265705.59 o FOR  CITY OF PERRIS [ w0 s159 -7
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA | DESIGNED BY: R.G.L. DRAWN BY- RG.L CHECKED BY- B.B. JAN 2026 : : : : ELEV: 100.00' _03272026
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40

LADDER ( w
] CROSSWALK
STRIPING CONSTRUCTION NOTES: DETAIL "B" W
NTS )
SANDBLAST CONFLICTING STRIPING r“
REMOVE EXISTING TRAFFIC SIGN HERE RITITCN 0
KH TURN ON
INSTALL TRAFFIC SIGN, PER CALTRANS STANDARDS. 10 Wil—2 i1 g
( PEDESTRIANS e L W16—7P
INSTALL THERMOPLASTIC PAVEMENT MARKING PER CALTRANS STANDARDS. ( J S1—1 (FYG) (247x12”)
R4—7 R1—5a(L)  |AHEAD| R10-25  3p7 y "3p” X
REFRESH EXISTING STRIPING. STRIPING TO BE PAINT (2 COATS) (BOTH SIDES)
CONTROLLER BOX BOTH SIDES
/ \ ” Ny »
INSTALL 12" WHITE THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B") W16—-9P
INSTALL 12" YELLOW THERMOPLASTIC LADDER CROSSWALK (SEE DETAIL "B")
SIGN MOUNTING PER CALTRANS
STANDARD PLAN RS4 (CY) | PAINT (2 COATS) 12" YELLOW THERMOPLASTIC CHEVRON STRIPE @ 45' & 10’ O.C.
S1-1 (FYG) SIGN (BOTH SIDES)
367 X 36 (22) [PAINT (2 COATS) 6” DOUBLE YELLOW THERMOPLASTIC LANELINE STRIPE — DETALL 22.
PAINT (2 COATS) 6 SOLID WHITE THERMOPLASTIC "RIGHT EDGELINE” — DETAIL 278.
PAINT (2 COATS) 6" DOUBLE YELLOW THERMOPLASTIC MEDIAN ISLAND STRIPE — DETAIL 29.
RR.F.B. (BOTH SIDES)
% PAINT (2 COATS) 8" SOLID WHITE THERMOPLASTIC CHANNELIZING STRIPE — DETAIL 38.
=
: W16—7P SIGN (@) | INSTALL RAISED_PAVEMENT MARKERS, PAINT MEDIAN NOSE AND
® - INSTALL SIGNAGE PER DETAIL ON SHEET 2.
BT o — ORCHARD DR
|
R10-25 SIGN (9"x 127) o D R-
/ \ STOP 30 209’ Wi1-2
=) W16-9P
Z I 1S |R1-50(L) o
s o PED”_"XING”
:c|> EXIST DETAIL 22 EXIST. STOP LEGEND 80 LF PM
R | (39) PM]YIELD LINE =
? T LF
SLIP BASE PER >
/ CALTRANS STANDARD PLAN ES~6F T i T o EXIST. CURB ‘ — ; / / ; 7
_ *E ESS £ S ,/ 50" 7% %Jr‘
W :/ = L
p \ / 50’ 3 =
FOUNDATION PER — 3
CALTRANS STANDARD Yf %; /- / /: 27 LF 2\ \ \
ESCN, DETAL A \ N \ \
25 -, 25’ & 2 110 LFE2RP] "/ : ~ UG
*SEE CALTRANS STD. PLAN ES—7A FOR INSTALLATION ON PPB POST =P \ R
. PH"PED” "NG” 35 LF (38)RP o 22) PMTYPE IV ARROW (L) RP[22)
DETAIL "A -2, YIELD LINE FURNISH AND INSTALL SOLAR—POWERED LED DOUBLE-SIDED R.R.F.B. SYSTEM ON A TYPE
- 15-FBS POLE (18 MAX.) WITH CONTROLLER, BATTERIES AND SOLAR PANEL PER DETAIL "A”.
' POLE LOCATION AS SHOWN OR DIRECTED BY THE CITY ENGINEER. FURNISH AND
TYPE 15-FBS STEEL PEDESTRIAN POLE (1 8 MAX) R1-5a(L) INSTALL WIRING AND EQUIPMENT AS REQUIRED FOR INTENDED OPERATION.
NOT TO SCALE
240 93
PM|"STOP”
SCALE: 1" = 40’
SEAL APPROVED BY: DATE:_01/15/2026 CITY OF PERRIS, CALIFORNIA SHEET NO.
et DIG ALERT 7 % CITY OF PERRIS 245 D" ST
SCALE =40’ . SUITE 100 5
oL ToLL FREE Ve S ENGINEERING DEPARTMENT e oA 52570 CITRUS AVE. & ORCHARD DR.
951) 956-2120
2 4 8) 1'80 ' AT LEAST TWO DAYS FILE NO.
BEFORE YOU DIC DATE BY | MARK APPR.| DATE SCALE AS SHOWN BENCHMARK: NA STREET CITRUS
ENGINEER REVISIONS CiTy ' REDLANDS X_WALK
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA | DESIGNED BY- R.G.L. DRAWN BY- R.GL CHECKED BY- B.B. DATE  JAN 2026 FOR  CITY OF PERRIS W.0. s159 _03272026
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